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SlOO 

User PI subscribes to a service gaining access to a 
database store. User PI submits a picture of him or 
herself, and is assigned a personal ID number by the 
service. 



SlOl 

A transceiver, hardware interface, and software are 
delivered to User PI. User PI installs the hardware 
interface and software onto a personal computer. 



S102 

Using the computer, User PI configures transceiver 
with personal characteristics, preferences, and 
personal ID number. 



S103 

User PI carries transceiver during normal daily 
activities. 
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S104 

User P2, who is also using the service, carries a 
transceiver during normal daily activities. 



S105 

User PI and user P2 share brief encounter. The transceivers of both 
users pick up the broadcast of the other. 
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User Pi's transceiver determines the characteristics 
of user P2 match user Pi's preferences, and stores 
user P2's personal ID number in memory. 
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User PI decides he or she would like to express 
interest in user P2. 



S109 

User PI uploads all stored ID Numbers from the 
transceiver to service using his or her computer. 



SlIO 

The service provides pictures of persons assigned to 
uploaded ID numbers. User PI finds the picture of 
user P2. 
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Sill 

User PI registers with the database store his or her 
interest in user P2. 



S112 

The database store determines that user P2 has not 
registered interest in user PI. No further action is 
performed 



118 

User PI and user P2 are notified of mutual interest. 
Correspondence through database store is enabled. 



119 

User PI and user P2 correspond through database store until 
they desire to interact through other methods 
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Event 

0 Unit is "Oif' 

1 Switched On 

2 Timer Pulse 

3 Timer Pulse 

4 Timer Pulse 

5 Status Button 

6 Timer Pulse 

7 Data Received 

8 Timer Pulse 

9 Status Button 

10 Timer Pulse 
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1 1 Timer Pulse 

12 Timer Pulse 

13 Sync Button 

14 Timer Pulse 

15 Timer Pulse 

16 Switched Off 
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